OPTION 2: As shown in FIGURE 27, hold-down anchors must be installed to attach the rim joist to
the deck joists. Hold-down anchors must be galvanized with 1.85 oz/sf of zinc (G-185 coating) or
shall be stainless steel. There shall be a minimum of two bolts at the anchors' attachment to the
joist. Look for model humber HD2A in a Zmax coating from Simpson Strong-Tie, model number
HD2A in a Triple Zinc coating from USP, or the hot-dipped galvanized DeckLok by Morse
Technologies. Other hold-down anchor models meeting the minimum requirements may also be
used.
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SECTION PLAN VIEWS

FIGURE 27: GUARD POST TO RIM JOIST DETAIL, OPTION 2

OPTION 3: As shown in FIGURE 28, the rim joist must be fastened to deck joists with two 20 gage
stud tie plates attached per the manufacturer's instructions with hot-dipped galvanized or stainless
steel fasteners. Stud tie plates must be galvanized with 1.85 oz/sf of zinc (G-185 coating) or shall
be stainless steel. Look for model number SP1 in a Zmax coating from Simpson Strong-Tie or
model number SPT22 in a Triple Zinc coating from USP. Other stud tie plate models meeting the
minimum requirements may also be used.
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FIGURE 28: GUARD POST TO RIM Typica| Deck Details
JOIST DETAIL, OPTION 3 Based on the 2003 Virginia Uniform
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